
SOUTHEAST TESTING & ENGINEERING
COMPRESSION TEST RESULTS (PARALLEL PLATENS)

ON LOBOY COLERS

PERFORMED BY: Charles Radev, Southeast Testing & Engineering
1325 CAPITAL CIR. LAWRENCEVILLE, GA 30043

678.886.4864, setelab.com
PERFORMED FOR: Scott Braden, MAGNA MANUFACTURING INC.

85 HILL AVENUE, FT. WALTON BEACH, FL 32548
850.685.0072, loboy.com

TEST DATE: SETE REPORT #: 877
CONDITIONING: Ambient, between 75 and 80 F, approx 60% RH

TEST CONDITIONS: Ambient, between 75 and 80 F, approx 60% RH

TEST DEVICE: Instron 4400 R compression tester

SPEED OF COMPR: 0.5"/min TRAVEL OF PLATEN: 2" start to finish
TEST SETTINGS: All items were tested immediately after removing from shipper.

MAX LOAD DEFORM MAX LOAD DEFORM MAX LOAD DEFORM
in lbs at MAX in lbs at MAX in lbs at MAX

TOP-BOTTOM 1487 0.678 1124 1.424 842 1.93
TOP-BOTTOM 1509 0.851 1129 1.508 832 1.97
TOP-BOTTOM 1537 0.85 1116 1.437 820 1.96

AVERAGE 1511.00 0.79 1123.00 1.46 831.33 1.95
ST DEV 25 7 11

SIDE-SIDE 856 0.793 789 0.707 548 0.857
SIDE-SIDE 882 0.769 781 0.725 543 0.952
SIDE-SIDE 873 0.751 791 0.706 555 0.966
AVERAGE 870.33 0.77 787.00 0.71 548.67 0.93
ST DEV 13 5 6
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